
シリーズ

(Series)

品名

(Model)

取得安全規格

(Certified safety standards)

取得入力電圧範囲

 (Certified input voltage range)

適用安全規格

 (Applicable safety standards)

適用入力電圧範囲

 (Applicable input voltage range)

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065
DC110-340V

IEC/EN60335-1 DC110-390V

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065
DC110-340V

IEC/EN60335-1 DC110-420V

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065
DC110-340V

IEC/EN60335-1 DC110-420V

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065
DC110-340V

IEC/EN60335-1 DC110-420V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

DC110-340V

IEC/EN60335-1 DC110-450V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

DC110-340V

IEC/EN60335-1 DC110-450V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

DC110-340V

IEC/EN60335-1 DC110-450V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

DC110-340V

IEC/EN60335-1 DC110-450V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

DC110-340V

IEC/EN60335-1 DC110-450V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

DC110-340V

IEC/EN60335-1 DC110-450V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

DC110-340V

IEC/EN60335-1 DC110-450V

MPM0527SJ
UL62368-1, CSA C22.2 No.62368-1(E132244)

IEC62368-1(CB)
DC110-420V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

IEC/EN60335-1

DC110-420V

MPM1220SJ
UL62368-1, CSA C22.2 No.62368-1(E132244)

IEC62368-1(CB)
DC110-420V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

IEC/EN60335-1

DC110-420V

MPM1517SJ
UL62368-1, CSA C22.2 No.62368-1(E132244)

IEC62368-1(CB)
DC110-420V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

IEC/EN60335-1

DC110-420V

 MPM2411SJ
UL62368-1, CSA C22.2 No.62368-1(E132244)

IEC62368-1(CB)
DC110-420V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

IEC/EN60335-1

DC110-420V

MPM3608SJ
UL62368-1, CSA C22.2 No.62368-1(E132244)

IEC62368-1(CB)
DC110-420V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

IEC/EN60335-1

DC110-420V

 MPM4806SJ
UL62368-1, CSA C22.2 No.62368-1(E132244)

IEC62368-1(CB)
DC110-420V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

IEC/EN60335-1

DC110-420V

 BPM0580SJ

UL62368-1, CSA C22.2 No.62368-1(E132244)

UL60950-1, CSA C22.2 No.60950-1(E132244)

IEC62368-1(CB), IEC60065(CB)

DC110-420V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

IEC/EN60335-1

DC110-420V

BPM1234SJ

UL62368-1, CSA C22.2 No.62368-1(E132244)

UL60950-1, CSA C22.2 No.60950-1(E132244)

IEC62368-1(CB), IEC60065(CB)

DC110-420V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

IEC/EN60335-1

DC110-420V

BPM1527SJ

UL62368-1, CSA C22.2 No.62368-1(E132244)

UL60950-1, CSA C22.2 No.60950-1(E132244)

IEC62368-1(CB), IEC60065(CB)

DC110-420V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

IEC/EN60335-1

DC110-420V

BPM2417SJ

UL62368-1, CSA C22.2 No.62368-1(E132244)

UL60950-1, CSA C22.2 No.60950-1(E132244)

IEC62368-1(CB), IEC60065(CB)

DC110-420V

UL/CSA/IEC/EN62368-1

UL/CSA/IEC/EN60950-1

UL/CSA/IEC/EN60065

IEC/EN60335-1

DC110-420V

UL60950-1, CSA C22.2 No.60950-1(E132244）SPM0307SJ

UL60950-1, CSA C22.2 No.60950-1(E132244） DC110-340VSPM0507SJ

DC110-340VEPM1210SJ

SPM

UL62368-1, CSA C22.2 No.62368-1(E132244)

UL60950-1, CSA C22.2 No.60950-1(E132244)

IEC62368-1(CB), IEC60950-1(CB), IEC60065(CB)

DC110-340V

UL62368-1, CSA C22.2 No.62368-1(E132244)

UL60950-1, CSA C22.2 No.60950-1(E132244)

IEC62368-1(CB), IEC60950-1(CB), IEC60065(CB)

DC110-340V

EPM0310SJ

EPM0510SJ

UL60950-1, CSA C22.2 No.60950-1(E132244） DC110-340VSPM1203SJ

SPM1502SJ UL60950-1, CSA C22.2 No.60950-1(E132244） DC110-340V

DC110-340V

MPM

BPM

EPM2405SJ

UL62368-1, CSA C22.2 No.62368-1(E132244)

UL60950-1, CSA C22.2 No.60950-1(E132244)

IEC62368-1(CB), IEC60950-1(CB), IEC60065(CB)

DC110-340V

EPM

UL62368-1, CSA C22.2 No.62368-1(E132244)

UL60950-1, CSA C22.2 No.60950-1(E132244)

IEC62368-1(CB), IEC60950-1(CB), IEC60065(CB)

DC110-340VEPM1505SJ

UL62368-1, CSA C22.2 No.62368-1(E132244)

UL60950-1, CSA C22.2 No.60950-1(E132244)

IEC62368-1(CB), IEC60950-1(CB), IEC60065(CB)

DC110-340VEPM1510SJ

UL62368-1, CSA C22.2 No.62368-1(E132244)

UL60950-1, CSA C22.2 No.60950-1(E132244)

IEC62368-1(CB), IEC60950-1(CB), IEC60065(CB)

DC110-340VEPM1205SJ

UL62368-1, CSA C22.2 No.62368-1(E132244)

UL60950-1, CSA C22.2 No.60950-1(E132244)

IEC62368-1(CB), IEC60950-1(CB), IEC60065(CB)


