
Line level
volume

Adjustment
Talkback volume

PGM
volume

Headset volume adjustment

Headset
connection

PC
connection

Control display

Power
switch

Power
indicator

Switching screen

HYB
unit 4

Sync
unit

AC100V
input

Ethernet
unit 1

Ethernet
unit 2

HYB
unit 3

HYB
unit 2

HYB
unit 1

PGM
input

Optical
I/O

Make-contact
output

Power supply
input

FG
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Line A LEDAntenna Line B LED TALK switch
(with a fixing feature)

Volume adjuster 
for Line B 
reception

Headset
connector

Volume adjuster 
for power SW 

and Line A reception

SW & VR

1893.5MHz

PHS

DECT

1906.1MHz

F1 F2 F3 F4 F5

1895.616 1897.344 1899.072 1900.800 1902.528

F6

1904.256

Frequency

ch35  ch37ch18ch12

1.898.450 1900.250

ch255ch251

It is prohibited to use F3 and F4, 
when private PHS is detected. However,
F3 is available if antenna power ≦ 0dBm, and
F4 is available if antenna power ≦�\��$��

Additionally
assigned
PHS-CCH

Antenna 1
Personal 

station

Personal 
station

Connected Not connected

Move ▶▶▶

1 When the personal station moves away from the antenna, the handover operation starts.

2 The station connects to the antennas at the origin and the destination simultaneously.

3 The station is disconnected from the origin to complete the handover operation.

Antenna 2

���� ����

Antenna 1

Connected Connected

Antenna 2

Personal 
station

���� ����

Antenna 1

Disconnected Connected

Antenna 2
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DECT Based Wireless Intercom System

Main Controller  MK-C96

Active Antenna  MK-A96
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Power Supply  MK-P96
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Personal Station  MK-B96　

Headset  MK-316C
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Call groups: Max. 4 groups 

(4W/2W)

Active antenna:
Max. 4 lines

Group 1 Group 2 Group 3 Group 4

Ethernet cable
(LAN cable)
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Ethernet cable
(LAN cable)

PoE HUB

Ethe
rne

t c
ab

le

(LA
N ca

ble
)
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� � � �
Call groups: Max. 4 groups 

(4W/2W)

Active antenna:
Max. 4 lines

Star distribution
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Optical cable

Power

Optical media converter
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Call groups: Max. 4 groups 
(4W/2W)

Active antenna:
Max. 4 lines

Ethernet cable
(LAN cable)

Max
16

units

Use a power supply when connecting 5 or more active

�������� ���� ����

� � � �
Call groups: Max. 4 groups 

(4W/2W)

Active antenna:
Max. 4 lines

..

When using optical cable
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�

・PHS radio stations and different types of radio stations for digital cordless telephones operate in the operating frequency band of this equipment. 
Due consideration has been given to this equipment so as to prevent radio wave interference with other radio stations that use the same frequency band.
However, should the equipment cause any harmful radio wave interference to another radio station, immediately stop emitting radio waves, and then contact our inquiry 
service desk, which is provided on the back of this catalog, to discuss how to prevent such crosstalk.
・All of the product screen images are inset composite images.
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